1. THE PROJECT SCOPE CONSISTS OF REPLACEMENT OF AND NEW INSTALLATION
OF UNDERGROUND DOMESTIC WATER PIPING.

2. THE EXISTING PIPING IS ASSUMED TO BE CAST IRON. THE REPLACEMENT
PIPING SHALL BE RESTRAINED JOINT AWWA C900 PVC/DR18.

3. DOMESTIC WATER PIPING SHALL CONSIST OF BUT NOT BE LIMITED TO
PIPING, FITTINGS, VALVES, FIRE HYDRANTS AND INDICATOR POSTS.

4. ALL WORK SHALL BE PHASED TO PROVIDE MINIMUM DOWN TIME FOR EACH
SYSTEM AND OR BUILDING. THE CONTRACTOR SHALL PROVIDE A
CONSTRUCTION SEQUENCE AND SCHEDULE INDICATING ANTICIPATED SYSTEM
DOWN TIME.

5. THE CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL EXISTING
UNDERGROUND UTILITIES. ANY AND ALL DAMAGE CREATED BY WORK UNDER
THIS PROJECT WILL BE THE RESPONSIBILITY OF THIS CONTRACTOR FOR
REPAIR OR REPLACEMENT.

6. THE CONTRACTOR WILL UTILIZE BEST PRACTICE FOR UNDERGROUND PIPE
INSTALLATION AND REPLACEMENT AS THE SITUATION DICTATES.
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1. HYDRANT MUST BE CURRENT YEAR MANUFACTURE AND YEAR OF MANUFACTURE MUST BE

CAST ON BARREL.
2. ALL FIRE HYDRANT BARRELS SHALL BE A MINIMUM 5-1/4" IN DIAMETER.

3. ALL FIRE HYDRANTS INSTALLED SHALL BE OF THE BREAK AWAY FLANGE TYPE AND SHALL

MEET THE REQUIREMENTS OF THE LOCAL FIRE CONTROL DISTRICT.
4. HYDRANT SHALL CONFORM WITH AWWA C-502.
o. THRUST RESTRAINT SHALL BE BY MJ RETAINER GLANDS.
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